How to modify the S110 based DFU to work with the S310

1) [bookmark: _GoBack]Include the S310 SoftDevice header files instead of the S110 headers:
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2) Set the CODE_REGION_1_START define in dfu_types.h to 0x20000:
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3) Change the RAM allocation in the Keil settings to 0x20002400/0x1C00:
[image: C:\Users\too1\Desktop\dfu_03.png]
image1.png
PACKET SIZE 1

‘Options for Target ‘dfu_dual_bank ble’

Device | Target | Output | Listing | User  C/C++ | Asm | Linker | Debug | Utities |

Folder Setup.

— PRTR

[Set Comper el Par:

DX+

r nclude
Nnclude'ble_transport

AN\ Anude.

N\ indudetsd_common
NN\ includelapp_common
AN\ Nncudebe.

—I—I—I§





image2.png
* @ingroup nre_dfu
19 | =

20 | * @orief Device Firmware Update module type and definitions.
21| */
22

25 (¢4 £ndet DFU_TYPES 5
24 | saetine DFUTYPES H_
25

26 | #include <staint.n>
27 | #include "nresi.ne
28 | #include "app_util.nv

£
20 | #asrine me_uzce_poor_sTaxr avmEss  owe_vice_mse + o1
5
22 | saccine eaceer_s1ze
2o | $ascine eacker mEann_stzz ot wineszo)
=
b 55 | paerine cove_meerowasmaRr  0x00020000
=
| [ —
28 | $ascine BOGTLONDER SETIINGS ABIESS  o003rca0
=

40 | #define DFU REGION TOTAL SIZE (BOOTLOADER REGION START - CODE_REGION :





image3.png
Options for Target ‘dfu_

Device Taruet | uipu | Lsing | User | C/Coe | Ao | iker | Debug | usies |

Nordic Semiconductor nRF51822 1A

Xal (i) [T [
Operating system: [None: <] | ™ Use Cross-Moduie Optimization
‘System-Viewer Fe (Sf): T~ Use MicroLIB. ™ Big Endian
[SFD\Nordic\nRF5T\nRF51822 fr (=
‘Read/Only Memory Areas- [~ Read/Wite Memory Areas
it s | s d s tom
] e | o
roew[ [ || me][ [ ¢
L. (el ™ RAM3: r
onchip. onchip.
¥ IRoM: [2aCE00 [B<3400 & ¥ IRAM1: [B20002400  [BICO0 r
™ I1ROM2: c ™ IRAM2: r
[ | =





