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2 Controlling LEDs through UART. Press 1-4 on your keyboard to toggle LEDS 1-4 on your development kit */ = I

5 8

4 #include <zephyr.h>

5 #include <device.h>

6  #include <devicetree.hy

7 #include <drivers/gpio.h>

8  #include <sys/printk.h>

9 /* STEP 3 - Include the header file of the UART driver in main.c */

10

11 /* 1000 msec = 1 sec */

12 #define SLEEP_TIME MS 1000

13

14 /* STEP 9.1.1 - Define the size of the receive buffer */

15

16 /* STEP 9.2 - Define the receiving timeout period */

17

18 /* STEP 5.1 - Get C identifiers for the DeviceTree labels and properties’ values related to LEDs */

19 L
20 static const struct device *leds;
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22 /* STEP 8.1 - Define the transmission buffer, which is a buffer to hold the data to be sent over UART */

23

2

25 /% STEP 9.1.2 - Define the receive buffer */

2

27

28 /* STEP 6 - Define the callback function for UART */

29

36 int main(void)
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® #inlude errors detected based on information provided by the configurationProvider setting. Squiggles are disabled for this translation unit (CA\Nordic\myapps\fund_lesss_exer... C/C++(1696) [Ln 4, Col 1]
® cannot open source file "kobj-types-enum.h" (dependency of “zephyr") C/C++(1696) [Ln 4, Col 1]

® cannot open source fle *syscalls/mem _manageh* (dependency of “device.") C/C++(1696) [Ln 5, Col 1]
® cannot open source file “devicetree_unfixed h (dependency of “devicetree") C/C++(1696) [Ln 6, Col 1]
® cannot open source fle "syscalls/gpio.h" (dependency of "C:\Users\Administrator\AppData\Local\Programs\Microsoft VS Code\drivers\gpio) C/C++(1696) [Ln 7, Col 1]
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