NRF5340 Application core: \TOOLCHAIN\v1.8.0\nrf\samples\nrf5340\empty_app_core
NRF5340 Network core:   \TOOLCHAIN\v1.8.0\zephyr\samples\bluetooth\hci_pwr_ctrl

1. Build by SES => Work. Can change TX power at NRF5340.
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2. Build by West => Work. Can change TX power at NRF5340.
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*** Booting Zephyr OS build v2.7.0-ncs1
‘Starting Dynamic Tx Power Beacon Demo
Bluetooth initialized
Dynamic Tx power Beacon started
Get Tx power level ->-> default TXP = 0
[00:00:00.007,476) [Om<inf> sdc_hci_driver- SoftDevice Controller build revision:
df c0 de 6 11766 09 0af52ba0 98124364 |.N.If..+..Cd
62c5a62a Ib.* om
[00:00:00.011,230] [Om<inf> bt_hci_core: HW Platform: Nordic Semiconductor (0x0002) [0m
[00:00:00.011,230] [Om<inf> bt_hci_core: HW Variant nRF53¢ (0x0003) [om
[00:00:00.011,230] [om<inf> bt_hci_core: Firmware: Standard Bluetooth controller (0x00) Version 223.20160 Build 1719410646 [om
[00:00:00.012,603] [Om=<inf> bt_hci_core: Identity: ED:BE:2C:6D:CC:91 (random) [0m
[00:00:00.012,603] [Om<inf> bt_hci_core: HCI: version 5.2 (0x0b) revision 0x2200, manufacturer 0x0059 [0m
[00:00:00.012,603] [Om<inf> bt_hci_core: LMP: version 5.2 (0x0b) subver 0x22b0 [0m
Set Tx power levelto 4.
Actual Tx Power: 3
Get Tx power level -> TXP = 3
‘Set Tx power level to 0
Actual Tx Power 0
Get Tx power level > TXP = 0
Set Tx power level to -3
Actual Tx Power. -3
Get Tx power level -> TXP =-3
Set Tx power level to -8
Actual Tx Power: -8
Get Tx power level > TXP = -8
‘Set Tx power levelto -15
Actual Tx Power. -16
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62c5a62a 1.7 om
[00:00:00.011,108] [Om<inf> bt_hci_core: HW Platform: Nordic Semiconductor (0x0002) [om
[00:00:00.011,108] [Om<inf> bt_hci_core: HW Variant nRF53x (0x0003) [om

[00:00:00.011,108] [om<inf> bt_hci_core: Firmware: Standard Blustooth controller (0x00) Version 223.20160 Build 1719410646 [0m
[00:00:00.012,420] [Om<inf> bi_hci_core: Identity: ED:BE:2C:6D:CC:91 (random) [0m

[00:00:00.012,451] [Om<inf> bt_hci_core: HCI: version 5.2 (0x0b) revision 0x2200, manufacturer 0x0059 [Om
[00:00:00.012,451] [Om<inf> bi_hci_core: LMP: version 5.2 (0x0b) subver 0x22b0 [0m

Set Tx power level to 4

Actual Tx Power. 3

Get Tx power level -> TXP =3

Set Tx power level to 0

Actual Tx Power. 0

Get Tx power level -> TXP = 0

Set Tx power level to -3

Actual Tx Power: -3

Get Tx power level > TXP = -3

Set Tx power level to -8

Actual Tx Power. -8

Get Tx power level -> TXP =-8

Set Tx power level to 15

Actual Tx Power. -16

Get Tx power level -> TXP =-16

Set Txpower level to -18

Actual Tx Power. -20

Get Tx power level -> TXP = -20

Set Tx power level to -23

Actual Tx Power. -40
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