*** Booting Zephyr OS build v2.7.99-ncs1  ***

I: Starting bootloader


I: Primary image: magic=unset, swap_type=0x1, copy_done=0x3, image_ok=0x3

I: Secondary image: magic=unset, swap_type=0x1, copy_done=0x3, image_ok=0x3

I: Boot source: none


I: Swap type: none


I: Bootloader chainload address offset: 0x10000


I: Jumping to the first image slot

*** Booting Zephyr OS build v2.7.99-ncs1  ***


[00:00:00.206,481] 

[0m<inf> event_manager: APP_EVT_START

[0m


[00:00:00.213,165] 

[0m<inf> event_manager: DATA_EVT_CONFIG_INIT

[0m


[00:00:00.219,879] 

[0m<inf> event_manager: APP_EVT_ACTIVITY_DETECTION_DISABLE

[0m

[00:00:00.227,966] 

[0m<inf> event_manager: MODEM_EVT_INITIALIZED

[0m


[00:00:00.310,607] 

[0m<inf> event_manager: MODEM_EVT_LTE_CONNECTING

[0m

%CESQ: 38,1,6,0


+CEREG: 2,"5402","029CA011",7


[00:00:16.529,876] 

[0m<inf> event_manager: MODEM_EVT_LTE_DISCONNECTED

[0m


[00:00:16.537,200] 

[0m<inf> event_manager: MODEM_EVT_LTE_CELL_UPDATE

[0m


+CSCON: 1


%CESQ: 40,2,14,2


+CEREG: 2,"5402","029CA011",7,0,11


+CSCON: 0


%CESQ: 255,0,255,0

%CESQ: 33,1,5,0


+CEREG: 2,"B8FC","00731B15",7


[00:00:19.091,766] 

[0m<inf> event_manager: MODEM_EVT_LTE_CELL_UPDATE

[0m


+CSCON: 1


%CESQ: 32,1,10,1


%CESQ: 31,1,5,0


%CESQ: 32,1,10,1


%CESQ: 32,1,5,0


+CSCON: 0


%CESQ: 35,1,11,1


+CEREG: 2,"B8FC","006F4617",7


[00:00:31.888,092] 

[0m<inf> event_manager: MODEM_EVT_LTE_CELL_UPDATE

[0m


%CESQ: 38,1,20,2


AT+CFUN?


+CFUN: 1


OK


AT+CGSN=1


+CGSN: "352656100370322"


OK


AT+CGMI


Nordic Semiconductor ASA


OK


AT+CGMM


nRF9160-SICA


OK


AT+CGMR


mfw_nrf9160_1.3.1


OK


AT+CEMODE?


+CEMODE: 2


OK

AT%XCBAND=?


%XCBAND: (1,2,3,4,5,8,12,13,18,19,20,25,26,28,66)


OK

AT+CMEE?


+CMEE: 0


OK


AT+CMEE=1


OK

AT+CNEC?


+CNEC: 0


OK

AT+CNEC=24


OK


AT+CGEREP?


+CGEREP: 0,0


OK


AT+CGDCONT?


+CGDCONT: 0,"","","",0,0


OK


AT+CGACT?


+CGACT: 0,0


OK


AT+CGEREP=1


OK


AT+CIND=1,1,1


OK


AT+CEREG=5


OK


AT+CEREG?


%CESQ: 37,1,14,2


+CEREG: 5,2,"B8FC","006F4617",7


OK


AT%CESQ=1


OK

AT+CESQ


+CESQ: 99,99,255,255,14,37


OK


AT%XSIM=1


OK


AT%XSIM?


%XSIM: 1


OK


AT+CPIN?


+CPIN: READY


OK


AT+CPINR="SIM PIN"


+CPINR: "SIM PIN",3


OK


AT+CIMI


204080813632446


OK


%CESQ: 38,1,9,1


+CSCON: 1


%CESQ: 36,1,14,2

%CESQ: 36,1,9,1


+CGEV: ME PDN ACT 0,0


+CNEC_ESM: 50,0


AT+CGDCONT?


+CEREG: 5,"B8FC","006F4617",7,,,"11100000","11100000"


+CIND: "service",1


+CIND: "roam",1


[00:00:45.595,733] 

[0m<inf> event_manager: MODEM_EVT_LTE_CONNECTED

[0m


[00:00:45.602,844] 

[0m<inf> event_manager: MODEM_EVT_LTE_PSM_UPDATE

[0m


%XTIME: "69","22506041918269","01"


[00:00:45.613,342] 

[0m<inf> event_manager: DATA_EVT_DATE_TIME_OBTAINED

[0m


[0+CGDCONT: 0,"IP","ibasis.iot","10.165.220.224",0,0


OK


AT+CGACT?


0:00:45.621,520] 

[1;33m<wrn> cloud_module: Cloud connection establishment in progress

[0m


[00:00:45.634,887] 

[1;33m<wrn> cloud_module: New connection attempt in 32 seconds if not successful

[0m


[00:00:45.644,531] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTING

[0m


+CGACT: 0,1


OK


[00:00:45.987,335] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTING

[0m

+CSCON: 0


%CESQ: 38,1,18,2


AT+CFUN?


+CFUN: 1


OK


AT+CGSN=1


+CGSN: "352656100370322"


OK


AT+CGMI


Nordic Semiconductor ASA


OK


AT+CGMM


nRF9160-SICA


OK


AT+CGMR


mfw_nrf9160_1.3.1


OK


AT+CEMODE?


+CEMODE: 2


OK


AT%XCBAND=?


%XCBAND: (1,2,3,4,5,8,12,13,18,19,20,25,26,28,66)


OK


AT+CMEE?


+CMEE: 1


OK


AT+CNEC?


+CNEC: 24


OK


AT+CGEREP?


+CGEREP: 1,0


OK

AT+CIND=1,1,1


OK


AT+CEREG=5


OK


AT+CEREG?


+CEREG: 5,5,"B8FC","006F4617",7,,,"11100000","11100000"


OK


AT+COPS=3,2


OK

AT+COPS?


+COPS: 0,2,"310260",7


OK


AT%XCBAND


%XCBAND: 12


OK


AT+CGDCONT?


+CGDCONT: 0,"IP","ibasis.iot","10.165.220.224",0,0


OK

AT+CGACT?


+CGACT: 0,1


OK


AT%CESQ=1


OK


AT+CESQ


+CESQ: 99,99,255,255,18,38


OK


AT%XSIM=1


OK


AT%XSIM?


%XSIM: 1


OK


AT+CPIN?


+CPIN: READY


OK


AT+CPINR="SIM PIN"


+CPINR: "SIM PIN",3


OK


AT+CIMI


204080813632446


OK


%CESQ: 36,1,13,1


[00:01:17.644,470] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTION_TIMEOUT

[0m

[00:01:17.651,916] 

[1;33m<wrn> cloud_module: Cloud connection establishment in progress

[0m

[00:01:17.660,247] 

[1;33m<wrn> cloud_module: New connection attempt in 64 seconds if not successful

[0m


[00:01:17.669,952] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTING

[0m

+CSCON: 1


[00:01:18.075,531] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTING

[0m


%CESQ: 34,1,18,2


+CSCON: 0


%CESQ: 36,1,12,1

%CESQ: 37,1,18,2

[00:02:00.219,909] 

[0m<inf> event_manager: APP_EVT_DATA_GET_ALL

[0m


[00:02:00.226,776] 

[0m<inf> event_manager: APP_EVT_DATA_GET - Requested data types (MOD_DYN, BAT, ENV, NEIGHBOR_CELLS, MOD_STAT)

[0m


[00:02:00.239,624] 

[0m<inf> event_manager: SENSOR_EVT_ENVIRONMENTAL_NOT_SUPPORTED

[0m


[00:02:00.296,173] 

[0m<inf> event_manager: MODEM_EVT_MODEM_STATIC_DATA_READY

[0m


[00:02:00.356,079] 

[0m<inf> event_manager: MODEM_EVT_MODEM_DYNAMIC_DATA_READY

[0m

[00:02:00.415,069] 

[0m<inf> event_manager: MODEM_EVT_BATTERY_DATA_READY

[0m


%NCELLMEAS: 0,"006F4617","310260","B8FC",736,5035,317,40,18,118733,5035,249,34,6,0,80673


[00:02:00.436,401] 

[0m<inf> event_manager: MODEM_EVT_NEIGHBOR_CELLS_DATA_READY

[0m


[00:02:00.444,732] 

[0m<inf> event_manager: DATA_EVT_DATA_READY

[0m


%CESQ: 38,1,12,1


%CESQ: 37,1,18,2


[00:02:21.669,982] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTION_TIMEOUT

[0m


[00:02:21.677,429] 

[1;33m<wrn> cloud_module: Cloud connection establishment in progress

[0m


[00:02:21.685,821] 

[1;33m<wrn> cloud_module: New connection attempt in 128 seconds if not successful

[0m


[00:02:21.695,526] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTING

[0m


+CSCON: 1


%CESQ: 36,1,8,1


[00:02:22.318,389] 

[0m<inf> event_manager: CLOUD_EVT_CONNECTING

[0m


%CESQ: 35,1,13,1

+CSCON: 0


%CESQ: 38,1,19,2



