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File
A Some of the HEX files have overlapping data.
& Add HEX file
NRF9160 O File memory layout
C Reload files
© Clear files
Application
Device
0x00000000 — 0x00100000
1048576 bytes all

&write

nrf91600k_ssset_tracker_tem_2021-03-01_
nrf9160k_ssset_tracker_nbiot 2021-03-01_. 4 file

| 0x00010000 — 0x0004DCTF
252960 bytes
oon
1eoussiies MU Y U AN ALY . Auto read memory
12:50:04.060 Core0: Reading device non-volatile memory. This may take a few seconds.
12:50:14.118 " Cored: Non+olatile memory has been read. 4 non-empty memory bocks identified Enable MCUboot
12551:32.303 Parsing HEX file: C:\Nordic Semiconductor\nrfo160dk_asset_tracker_item_2021-03-01_8e86089. hex
1251332660 File was last modified at 3/1/2021, 2:04:48 PM
125152183 Parsing HEX file: C:\Nordic Semiconductor\nrfo160dk_asset_tracker_nbiot_2021-03-01_8e8c6089 hex
125152183 File was last modified at 3/1/2021, 2:04:48 PM -

< _ ; Cellular Modem o

“m— TAAICRATN Mananer

H P Type here to search





