
[bookmark: _GoBack][image: ]
image1.png
R Open welcome page

~+ Add an existing application

29 7 Create a new application
1] Create a new board

@® Visit documentation

2
 APPLICATIONS
E o at_client
D 3
blinky (1)
blinky_3 (1)

%7 build nRF9160 DK NRF9160 Non ... €3
cellfund_less6_exer1

cellfund_less6_exer1_solution
cellfund_less6_exer2

fund_less2_exer2 (1)

hello_world (1)

hello_world 2 (2)

my_blinky ©)

3 build nRF9160 DK NRF9160 Non Secure
83 build_1 nRF9160 DK NRF9160 Non Secure
83 build_2 nRF9160 DK NRF9160 Non Secure
3 build_3 nRF9160 DK NRF9160 Non Secure.
83 build_4 nRF9160 DK NRF9160 Non Secure

)
Cvvvv vy vy

5 §3 build 5 nRF9160 DK NRF9160 Non Secure
= @ D) > my_blinky_2 (1)
A > [F1 mv bluetooth perinheral uart (1)
@ > NRF9160DK_ NRF9160_NS
05:35PM S ACTIONS
Wednesday
2022/11/16

{o} > BLINKY 3

> CONNECTED DEVICES

»J File Edit Selection View Go Run Terminal Help mzlnc—UrmﬂedmCode [Administrator] oQm|on - X
@ NRF CONNECT = F Settings C mainc Ci\..\blinky.3\.. 3 X = cmake.check cache & Kconfig.modules my blinky - build_5\.. v @ 0
~ WELCOME

blinky 3 > src > € main.c
1

PROBLEMS (20

TERMINAL -+

NRF Connect: Generate config nrf9160dk_nrf9160_ns for cANordic-210\my_blinky_3\blinky_3 (blinky3) @ +v [ @ ~ X

NRFX_CLOCK && HAS_NRFX & 0 with value n, but is currently being y-selected by the following symbols:

- CLOCK_CONTROL_NRF_K32SRC_XTAL (defined at drivers/clock_control/Kconfig.nrf:36), with value y, direct dependenci
es <choice CLOCK_CONTROL_NRF_SOURCE> (value: y), and select condition !SOC_SERIES_BSIM NRFXX & !CLOCK_CONTROL_NRF_
FORCE_ALT && <choice CLOCK_CONTROL_NRF_SOURCE> (value: y)

warning: NRFX_DPPI (defined at modules\hal_nordic\nrfx/Kconfig:26) has direct dependencies HAS_NRFX & 0 with value
n, but is currently being y-selected by the following symbols:

~ UART_ENHANCED_POLL_OUT (defined at drivers/serial/Kconfig.nrfx:422), with value y, direct dependencies (UART_0_E
NHANCED_POLL_OUT || UART_1_ENHANCED_POLL_OUT || UART_2_ENHANCED_POLL_OUT || UART_3_ENHANCED_POLL_OUT) && UART_NRFX
& SERTAL (value: y), and select condition HAS_HW_NRF_DPPIC & (UART_O_ENHANCED_POLL_OUT || UART_1_ENHANCED_POLL_OU
T || UART_2_ENHANCED_POLL_OUT || UART_3_ENHANCED_POLL_OUT) & UART_NRFX & SERIAL (value: y)

error: Aborting due to Kconfig warnings

CMake Error at C:/Nordic-211/v2.1.1/zephyr/cmake/modules/kconfig. cmake:293 (message):
command failed with return code: 1
Call Stack (most recent call first):
C:/Nordic-211/v2.1.1/zephyr/cmake/modules/zephyr_default.cmake:121 (include)
Nordic-211/v2.1.1/zephyr/share/zephyr-package/ cmake/ZephyrConfig. cmake:66 (include)
:/Nordic-211/v2.1.1/zephyr/share/zephyr-package/cmake/ZephyrConfig. cmake:92 (include_boilerplate)
CMakeLists.txt:4 (find_package)

-~ Configuring incomplete, errors occurred
FATAL ERROR: command exited with status 1: 'c:\Nordic-21@\toolchains\v2.1.0\opt\bin\cmake .EXE' '-DWEST_PYTHON=(
rdic-210\toolchains\v2.1.0\opt\bin\python.exe' '-Bc:\Nordic-210\my_blinky_3\blinky_3\build' -GNinja -DBOARI
dk_nrf9160_ns -DNCS_TOOLCHAIN_VERSION:STRING=NONE -DCONFIG_DEBUG_OPTIMIZATIONS=y -DCONFIG_DEBUG_THREAD_INF(
ARD_ROOT : STRING=c: /Nordic/myapps/lpuart;c: /Nordic-nRF5340-DK/Myapps/my_bluetooth_peripheral uart"
my_blinky_3\blinky_3'
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The terminal process terminated with exit code: 1.
Terminal will be reused by tasks, press any key to close it.
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