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File Edit Selection View Go Run Terminal Help ‘main.c - Untitied (Workspace) - Visual Studio Code [Administrator]

EXPLORER

 UNTITLED (WORKSPACE)

~ fund less3_exer1 - bis !
fund_less1_exer100
fund_less1_exer!
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fund_less2_exer2
fund_less3,_exer!
fund_less3.exer2_ solution
fund_lessa_exer!
fund_lessa_exer2
fund_lessa_exer3
fund_less7._exer!
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No timeline information was provided.
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& priconf fund_less3_exer] Settings. € main.c funds_less5 UART »src 7 X %% prj.conf fund_less_exer2 € main.c fund_less4 exer2 « src 4 nrigtodknr £>v & @ -

funds_less5_UART > src > € mainc > ..

2 Controlling LEDs through UART. Press 1-4 on your keyboard to toggle LEDS 1-4 on your development kit */
3
4 #include <zephyr.h>
5 #include <device.h>
6  #include <devicetree.hy
7 #include <drivers/gpio.h>
&  #include <sys/printk.hy
9
10 /* STEP 3 - Include the header file of the UART driver in main.c */
11 #include <drivers/uart.h>
12 7% 16e0 msec - 1 sec */
13 #define SLEEP_TIME MS 1000 -
1
15 /* STEP 9.1.1 - Define the size of the receive buffer */
16 #define RECEIVE_BUFF_SIZE 10
17
18 /* STEP 9.2 - Define the receiving timeout period */
19 #define RECEIVE_TIMEOUT 160
2
21 /% STEP 5.1 - Get C identifiers for the DeviceTree labels and properties’ values related to LEDs */
22 #define LEDG_NODE  DT_ALIAS(ledo)
23 #define LED® DT_GPIO_LABEL (LED®_NODE, gpios)
24 #define PIN® DT_GPIO_PIN(LEDS_NODE, gpios)
25 #define FLAGE DT_GPIO_FLAGS(LED®_NODE, gpios)
26 #define LEDI_NODE DT_ALIAS(led1)
27 #define LEDL DT_GPIO_LABEL (LEDI_NODE, gpios)
28 #define PINL DT_GPIO_PIN(LED1_NODE, gpios)
PROBLEMS (@) OUTPUT  DEBUGCONSOLE  TERMINAL  NRFTERMINAL Filter (e.g. text, /"5, 1**/node_modules/™*) Y ~ X

~ € mainc funds_less5 UART - src @

® sinclude errors detected based on information provided by the configurationProvider setting. Squiggles are disabled for this translation unit (CANordic\myapps\funds lesss_UA... C/C++(1696) [Ln 4, Col 1]
® cannot open source file “zephyrh C/C++(1696) [Ln 4, Col 1]

® cannot open source file “deviceh C/C++(1696) [Ln 5, Col 1]

® cannot open source file “devicetreeh™ C/C+#(1696) [Ln 6, Col 1]

® cannot open source file "drivers/gpioh” C/C++(1696) [Ln 7, Col 1]

® cannot open source file “sys/printich C/C++(1696) [Ln &, Col 1]

® cannot open source file "drivers/uarth® C/C++(1696) [Ln 11, Col 1]
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